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+86 13530221367

Gearbox motor

LITTL0T0

JM-2714AN20

Weight:MA

Typical Application
toys, lock,
Tags: Gearbox motor
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LY P .
. Yo-load Max LOmENTarsy
Item 20| |Voltage 110) TenT/
Tnit 5 4 | z1.:m glcn 2. cm
1 T T+13 30 300 250/1 G300 1300
2 T 12+ 15% ] 1200 250/1 G300 1300
53 80413 30 2000 250/1 G300 1300
1 53 100+ 13 ] 2100 250/1 G300 1300
Customization

Lead wires length,

shaft length, special coils, gearheads.
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L61.6mm*W4/mm*H16.5mm DC Gear Motor

IM-47Y320

‘Weight: ~85g{approx.)

Typical Application

Home Appliance

Water Meter

Key Features

-Bi-Direction

-Metal Brush DC Motor

-Water-proof

-Nylon Glass Fiber Gear Case
-Copper and Powder Metallurgy Gears
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Gear Box Size

General Reduction Ratio

(mm)
61.6*47*33.5mm 1/2357
Voltage Mo Load On Load
Operating Mominal
Ratio Model No. p g Current | Speed | Current = Torque | Speed
Range | Voltage
v v A rimin A kg.cm rimin
1/2357 JM-47Y320-2357-0302.5 2.0-30 3 0.06 25 0.19 6 21
Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.
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+86 13530221367

LI92mm*W42mm*H20mm DC Gear Motor

JM-42F3540

‘Weight: ~400g{approx.)

N Typical Application
_ﬁ 1 Vending Machine
= Air Pillow Machine
Power Tool
) Model
£ Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing
-Spur Gears
A+0D5, 20 42
N g B+ —f—1 4-@4.5 24
Q =3 Through hole
To. Y ps
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Gear Box Size | Number Of ) )
General Reduction Ratios
(mm) Stage
92*42*20 mm 6 1146 | 1/36.9 | 1189 | 1/244 | 1/531 | 1/554 | 1/609 | 1/818 -
Voltage Mo Load On Load
) Operating Mominal
Ratio Model No. Current | Speed | Current = Torgue
Range | Voltage
v v A rimin A kg.cm
1/531 JM-42F3540-531-1205 | 6.0-12.0 12 0.06 46 0.22 30
1/554 | IM-42F3540-554-1215.5 | 6.0-12.0 12 0.21 15.5 0.5 10
1/818 JM-42F3540-818-129.5 | 6.0-12.0 12 0.28 9.5 0.68 40

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

Speed

rimin
3.5
14.5
8.3
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+86 13530221367

L92mm*W42mm*H20mm DC Gear Motor

JM-42F550/JM-42F555

‘Weight: ~475g{approx.)

B " Typical Application
/‘- Vending Machine
T * Air Pillow Machine
9’ Power Tool
i Model
. Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing
-Spur Gears
A+05 20 42
o 7 BA05| —whe1q 4-I4.5 .34
2 = Through hole
1‘g2::;*h vI
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= 1 57REF 8 8_
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Gear Box Size Number Of
General Reduction Ratios
(mm) Stage
92*42*20 mm 6 1146 | 1/36.9 | 1/189 | 1/244 | 1/531 | 1/554  1/609 | 1/818 -
Voltage No Load On Load
) Operating  Nominal
Ratio Model No. Current Speed Current Torque
Range | Voltage
v v A rimin A kg.cm
1/189 JM-42F550-189-1242 6.0-12.0 12 0.6 17 24 40
1154 JM-42F550-554-13.888 6.0-12.0 12 1.3 38 2 23

Customization
a.Length A, B
b.Technical Data
c.Shaft Shape

Remarks
1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc

Speed

rimin
35.5
36
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L92mm*W42mm*H20mm DC Gear Motor

JM-42F540/JM-42F545

‘Weight: ~425g{approx.)

- Typical Application
Vending Machine

- Air Pillow Machine
Power Tool

» Model

Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
Gear Box Size |Number Of ) )
General Reduction Ratios
{mmy} Stage
92*42*20 mm 6 1146 | 1/369 1189 1/244 1/531 1/554 | 1/609 1/818 -
Voltage No Load On Load
) Cperating | Nominal
Ratio Model No. Current Speed Current | Torgue Speed
Range | \Voltage
\ \ A rfmin A kg.cm rimin
1189  UM-42F545-180-1234 6.0-12.0 12 0.3 34.4 1.5 23 287
11224  IM-42F545-224-1227 6.0-12.0 12 0.3 26.5 1.5 30 225
Customization
a.length A, B

b Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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+86 13530221367

L4/mm*W42mm*H15./mm DC Gear Motor

JM-42F1-320

Weight: ~83g{approx.)

Typical Application

Home Appliance

Water Meter

Key Features

-Bi-direction 90° Rotation Angle
-Water-proof

-Metal Brush DC Motor
-Copper and POM Gears
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S
el General Reduction Ratios

(mm)
47°42*37 4 mm 1/1980
Voltage No Load On Load
8 Operating | Nominal
Ratio Model No. peraing Current = Speed = Current = Torque
Range @ \Voltage
v v A r/min A kg.cm
111980 M-42F1-320-1980-03016 2.0-3.0 3 003 16 0.06 3
Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc

Speed

r/min
1.3
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L64Amm*W38mm*H29mm DC Gear Moto

JM-38L180

‘Weight: ~200g{approx.)

Typical Application

Vending Machine

Business Machine

Duplicating Machine

Valve

RC Toy

Key Features

-Bi-direction

-Zinc Die Cast Gear Case

-Metal or Carbon Brush DC Motor

-Sleeve Bronze Bushing
-Spur Gears
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D20 4REF
Gear Box Size | Number Of ) )
General Reduction Ratios
(mm) Stage
64*38"29 mm 6 1/766 1/1026 - - - - -
Voltage No Load On Load
Ratio Model No. Operating _Nominal Current | Speed | Current | Torque
: Range @ Voltage a
v v A rimin A kg.cm
1/766 JM-38L180-766-1217 | 6.0-12.0 12 013 17.2 045 9
1/766 JM-38L180-766-0316 20-3.0 3 0.33 16.9 2 8
1/766 JM-38L180-1026-1204 | 6.0-12.0 12 0.03 4.5 0.08 8
1/766 JM-38L180-1026-2408 | 6.0-24.0 24 0.03 9 013 125

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on reguest by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

Speed

rimin

148
12
3.7
7.5
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* *
L64mm*W38mm*H29mm DC Gear Motor
JM-38L130
i"t\. " Typical Application
:‘} T Vending Machine
b m Business Machine
v Duplicating Machine
) ; Valve
RC Ti
L= Key Eiatures
-Bi-direction

-Zinc Die Cast Gear Case
-Metal or Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
ka1l
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Gear Box Size = Number Of ) )
General Reduction Ratios
{mmy} Stage
64*38*29 mm 6 1/766 |1/1026| - - - - -
Voltage Mo Load On Load
) Operating Nominal
Ratio Model No. Current | Speed Current | Torgue Speed
Range | Voltage
3 3 A rimin A kg.cm rimin
1/766 | JM-38L130-766-1210 | 6.0-12.0 12 0.04 9.4 013 4 8
1/766 | JM-38L130-766-0605 3.0-6.0 6 0.03 5 013 4 3
1/766 JM-38L130-1026-0608 3.0-6.0 6 0.03 7.8 0.35 5 6.7
1/766 JM-38L130-1026-1207 6.0-12.0 12 0.04 7 013 7 6

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.



oton,

THOW HECTRONIG 41D NDUSTRYG0..0 motor@iisow.com

+86 13530221367

L64mm*W38mm*H12mm DC Gear Motor

JM-38F3540

‘Weight: ~223g{approx.)

P Typical Application
_:g“ vending Machine
| - Garden Tool
i -, Vacuum Cleaner
k = p— Model
S Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
A5
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Gear Box Size Number Of ) )
General Reduction Ratios
(mm) Stage
64*38*12 mm 4-5 1105 1/142.5/1/155.5 1/223  1/446 - -
Voltage No Load On Load
) Operating Nominal
Ratio Model No. Current) Speed Current Torque | Speed
Range |Voltage
v v A rimin A kg.cm | rimin
1105 | JM-38F3540-105-12105  6.0-12.0 12 0.3 110.7 1.3 8 93

1/155.5| JM-38F3540-155.5-1271 | 6.0-12.0 12 0.3 71 1.3 10 62.8
1/223 | JM-38F3540-223-1250 | 6.0-12.0 12 0.3 50 1.3 12 24

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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L64mm*W38mm*H12mm DC Gear Motor

-Spur Gears

JM-38F3530

‘Weight: ~204g{approx.)

Typical Application
Vending Machine

Garden Tool

Vacuum Cleaner

Model

Key Features
-Bi-direction

-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing
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Gear Box Size Number Of . .
General Reduction Ratios
(mm) Stage
64*38*12 mm 4-5 1105 [ 1/142.5 11555 1/223 | 1/446 -
Voltage No Load
) Operating| Nominal
Ratio Model No. Current | Speed | Current
Range = \Voltage
v v A rimin A
1/105 JM-38F3530-105-1257 6.0-12.0 12 0.08 57.3 0.26
11555 | JM-38F3530-1555-1239  6.0-120 12 0.08 387 0.26
17223 JM-38F3530-223-1227 6.0-12.0 12 0.08 27 0.26
1/446 JM-38F3530-446-1214 6.0-12.0 12 0.08 13.5 0.26

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.

On Load
Torque

kg.cm
23
3.4
46
76

Speed

rimin

51.6
35
24
12
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L64mm*W38mm*H12mm DC Gear Motor

JM-38F520

‘Weight: ~178g{approx.}

Typical Application
Vending Machine

Garden Tool

Vacuum Cleaner

Model

Key Features
-Bi-direction

-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
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Gear Box Size Mumber Of X X
General Reduction Ratios
(mm) Stage
64*38*12 mm 4-5 1105 11425 | 11555 1/223 1/446
Voltage No Load On Load
Ratio Model No. Operating _ Nominal Current | Speed | Current = Torque Speed
i Range | Voltage a
v v A rimin A kg.cm rimin
1105 JM-38F520-105-1252 | 6.0-12.0 12 0.05 52 0.2 3 45
11555 | JM-38F520-155.5-1273 | 6.0-12.0 12 0.16 73 0.75 6 60.6
17223 JM-38F520-223-1231 | 6.0-12.0 12 0.06 32 04 8 24
1/446 JM-38F520-446-1212 | 6.0-12.0 12 0.05 123 0.23 10 10.5

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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L64Amm*W38mm*H12mm DC Gear Motor
JM-38F500

‘Weight: ~185g{approx.)

i Typical Application

Vending Machine

Garden Tool

Vacuum Cleaner

Model

Key Features

-Bi-direction

-Metal or Carbon Brush DC Motor
-Zinc Die Cast Gear Case

-Spur Gears

-Sleeve Bronze Bushing
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Gear Box Size Number Of ) )
General Reduction Ratios

{mm}) Stage
64*38*12 mm 4-5 1/105 11425 | 1/155.5 1/223 1/446 - -
Voltage No Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current Torgue Speed
Range | Voltage
v v A rimin A kg.cm rmin
1/105 JM-38F500-105-0626 3.06.0 6 0.03 257 01 0.85 207
11555 | JM-38F500-155.5-1245 | 6.0-12.0 12 0.06 443 0.21 4 36
1223 JM-38F500-223-0325 20-30 3 0.12 256 0.55 29 19.8
1/446 JM-38F500-446-0311 20-30 3 0.17 11.2 0.55 5 8.6

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on reguest by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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Dia 3/mm DC Gear Motor

JM-37B3540

‘Weight: 245g({approx.)

Typical Application
. Vending Machine
. Dispenser
Satellite/Solar system
Valve/ EPB/Robot/Model
Power Tool
Key Features
-Reversible
-Spur Gears
-Carbon Brush DC Motor
-Zinc Die Cast Gear Case
-Sleeve Bronze Bushing
-RoHS Compliant

205

L20.2

40REF

(5.8}

DIRECTION OF ROTATION

CWICCW
B20.1 | -
§ ‘.f - d} B3120.1 —|—-._h_
) I X -
s e ,
& - \
} 8 7 ot
. - '/
U @31
GHIPO.5 Depin 35— @
Gear box length Number OFf _ _
General Reduction Ratios
L(mm) Stage
17.8 2 1/6.5 1/9.3 110 - - - -
215 3 115 1195 1/20 1/24 1/30 - -
24 4 1/40 1/50 1/60 1/65 1/69 1/71 1/89
26.7 5 1120 1/150 1/165 1/180 1/211 1/259 1/270
29 6 1/360 1/450 1/540 1/622 1/628 1/810 1/1084
Voltage No Load On Load
) Operating| Nominal
Ratio Model No. Current | Speed | Current = Torque | Speed
Range = \Voltage
v v A rimin A kg.cm rimin
1/40 JM-37B3540-40-24250 6.0-24.0 24 0.16 2472 0.56 35 211.2
172 JM-37B3540-71-24110 6.0-24.0 24 0.07 109 0.53 6 85.5
1150 JM-37B3540-150-1245 6.0-12.0 12 0.24 452 0.55 40
1/259 JM-37B3540-259-2430 6.0-24.0 24 0.07 314 0.27 12 28

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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Dia 3/mm DC Gear Motor

JM-37B3530

‘Weight: 225g{approx.)

Typical Application
Vending Machine
Dispenser

; Satellite/Solar System
Valve/EPB/Robot/Model
Power Tool
Key Features
-Reversible
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor

-Sleeve Bronze Bushing
-Spur Gears
-RoHS Compliant

DIRECTION OF ROTATION

A05 1202 IOREF (5.8) cwiccw
B20.1
03 =§ @320 —
2 ]
° o o % ™~ \ N“‘:
26 b /
6 o
o /NP @2
6MIPOSDep3S [ |
Gear box length Number Of ) )
General Reduction Ratios
L{mm) Stage
17.8 2 1/6.5 1/9.3 110 - - - -
215 3 115 1/19.5 1/20 1/24 1/30 - -
24 4 1/40 1/50 1/60 1/65 1/69 1/71 1/89
26.7 5 1120 1150 1165 1/180 1/211 1/259 1/270
29 6 1/360 1/450 1/540 1/622 1/628 1/810 1/1084
Voltage Mo Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current Torque Speed
Range Voltage
v V' A rimin A kg.cm rimin
1/70 JM-37B3530-70-1287 | 6.0-120 12 0.08 86.4 0.26 1.5 773
1/211 JM-37B3530-211-0644 | 3.06.0 6 0.42 44 1.28 10 382
1/628  JM-37B3530-628-0503.2| 3.0-6.0 5 0.04 3.2 0.17 10 21

Customization
alength A B
b Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.
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Dia 37mm DC Gear Motor

JM-37B590/]JM-37B595

‘Weight: ~351g{approx.)

Typical Application
\ Vending Machine
- Dispenser
) g satellite/Solar System
(fﬁ g Valve/EPB/Robot/Model

Power Tool
Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Metal Brush or Carbon Brush DC Motor

-Sleeve Bronze Bushing

-Spur Gears
DIRECTION OF ROTATION
AsDS 102 STREF (654 cwiccw
B b
#3| og
g2
Gear box length Number Of _ _
General Reduction Ratios
L(mm) Stage
17.8 2 1/6.5 1/9.3 110 - - - -
215 3 115 119.5 1/20 1/24 1/30 - -
24 4 1/40 1/50 1/60 1/65 1/69 1/71 1/89
267 5 1120 1150 1/165 1/180 1/211 1/259 1/270
29 6 1/360 1/450 1/540 1/622 1/628 1/810 1/1084
Violtage Mo Load On Load
Operating | Mominal
Ratio Model No. Current Speed Current TOI"qUE,‘ Speed
Range | Voltage
v v A rimin A kg.cm rimin
1/96 JM-37B590-9.6-241400 6.0-24.0 24 0.5 1383 3.3 4 1124

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.
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Dia 3/mm DC Gear Motor

-Sleeve Bronze Bushing
-Spur Gears

JM-37B550/JM-37B555

‘Weight: ~321g{approx.)

Typical Application
Vending Machine
Dispenser

Satellite/Solar System
Valve/EPB/Robot/Model
Power Tool

Key Features
-Bi-direction

-Zinc Die Cast Gear Case

-Metal Brush or Carbon Brush DC Motor

L2 STREF (5.4)

General Reduction Ratios

AHLE
B+ 1 |
8 =
o ag 1=
L1 ;
Gear box length Mumber OFf
L(mm) Stage
17.8 2
215 3
24 4
267 5
29 6
Ratio Model No.
1/19.5 JM-37B555-19.5-241333
1/69 JM-37B555-69-1285
1/71 JM-37B555-T1-1277

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.

1/6.5 1/9.3 110 -
115 1/19.5 1/20 1/24
1/40 1/50 1/60 1/65
1/120 1150 1165 1/180
1/360 1/450 1/540 1/622
Voltage Mo Load
Operating Mominal
Current | Speed
Range @ Voltage
v v A rimin
6.0-24.0 24 11 1326
6.0-12.0 12 0.24 85
6.0-12.0 12 0.23 77

1/30
1/69
1/211
1/628

Current

A
5.42
1.25

1.8

1/71 1/89
1/259 1/270
1/810 1/1084
On Load

Torque | Speed

kg.cm r/min
5.6 1166
10 70
15 58
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Dia 3/mm DC Gear Motor

JM-37B540/]JM-37B545

Weight: ~270g{spprox.}

Typical Application

Vending Machine
Dispenser

Power Tool

Key Features
-Bi-direction

-Zinc Die Cast Gea

Satellite/Solar System
Valve/EPB/Robot/Model

r Case

-Metal Brush or Carbon Brush DC Motor

-Sleeve Bronze Bushing
-Spur Gears

ADS

SOREF

6.4y

DIRECTION OF ROTATION
CWICCW
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Gear box length MNumber Of ) )
General Reduction Ratios

L(mm) Stage

17.8 2 1/6.5 1/9.3 110 - - - -

215 3 115 1/19.5 1/20 1/24 1/30 - -

24 4 1/40 1/50 1/60 1/65 1/69 1/71 1/89
267 5 1120 1/150 1165 1180 1/211 1/259 1/270
29 6 1/360 1/450 1/540 1/622 1/628 1/810 1/1084
Voltage Mo Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current = Torque Speed
Range Voltage
v v A rimin A kg.cm rimin

1/20 JM-37B545-20-12270 | 6.0-12.0 12 0.26 270 1.3 3 220
1/40 JM-37B545-40-12155 | 6.0-12.0 12 0.21 158 1.5 6 128.5
1115 JM-37B545-115-0674 | 6.0-12.0 6 0.75 756 3.18 10 65.5

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks
All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shatft length, D-shape size and length, grease type etc.



oto

[14OW EIECTRONIC AND INDUSTRY GO, 41D

motor@iisow.com

+86 13530221367

D37mm DC Gear Motor

-Sleeve Bronze Bushing

JM-37B528

‘Weight: 220g{approx.)

Typical Application

Vending Machine

Dispenser

Satellite/Solar System
Valve/EPB/Robot/Model

Power Tool

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal Brush or Carbon Brush DC Motor

DIRECTION OF ROTATION

. A05 L0.2 29.3REF  (3.8) Ccwicew
=5[o8 [B201
gle L— 031201 |-
“of -
-4 a h \
___________)_%, |
§ !
e =3 Yy )
t o3 ' ?
6-M3'P0.5 Depth 35, |
Gear box length | Number Of ) )
General Reduction Ratios
L(mm) Stage
17.8 2 1/6.5 1/9.3 110 - - -
215 3 115 1195 1/20 1/24 1/30 -
24 4 1/40 1/50 1/60 1/65 1/69 1/71
26.7 5 1120 1150 1/165 1/180 1/211 1/259
29 6 1/360 1/450 1/540 1/622 1/628 1/810
Voltage No Load On Load
) Operating Mominal
Ratio Model No. Current = Speed | Current = Torque
Range | Voltage
v V' A rimin A kg.cm
1/60 JM-37B528-60-24138 6.0-24.0 24 0.08 136 0.23 18
1120 JM-37B528-120-1272 6.0-12.0 12 013 T2 0.66 6
1/211 JM-37B528-211-1240 6.0-12.0 12 0.1 40 0.55 8
1/622 JM-37B528-622-1213.4  6.0-120 12 0.09 13.4 0.26 8.5

Customization
1.Length A, B
2 Technical Data
3.Shaft Shape

Remarks
1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

1/89
1/270
1/1084

Speed

rimin
119

56.8

32.3
12



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 3/mm DC Gear Motor

JM-37B520

‘Weight: 200g{approx.)

Typical Application

Vending Machine

Dispenser

Satellite/Solar System
Valve/EPB/Robot/Model

Power Tool

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal Brush Or Carbon Brush DC Motor

-Sleeve Bronze Bushing

-Spur Gears
-RoHS
DIRECTION OF ROTATION
. A$05 L£02 22 JREF_(3.2) SWICEW
28,2 [B201 | |
8|3 !
F
18 1
—— — — . [+4
el §
&
8 e
L |
©3 | | em3Po5Deptn3s/
Gear box length Number Of i i
General Reduction Ratios
L(mm) Stage
178 2 1/6.5 1/9.3 110 - - - -
21.5 3 115 119.5 1/20 1/24 1/30 - -
24 4 1140 1/50 1/60 1/65 1/69 171 1/89
26.7 5 1120 | 1150 | 1165 | 11180 | 1/211 1259 | 1270
29 6 11360 | 11450 | 1/540 | 1/622 | 1/628 | 1/810 | 1/1084
Voltage Mo Load On Load
) Operating | Nominal
Ratio Model No. Current | Speed | Current = Torque @ Speed
Range | Voltage
v v A r/min A kgcm | rmin
1/50 | JM-37B520-50-06110 | 3.0-6.0 6 0.08 110 0.51 1.4 74
165 | JM-37B520-65-1259 | 6.0-12.0 12 0.02 50 0.25 25 33
1165 | JM-37B520-165-1219 | 6.0-12.0 12 0.03 19 0.1 3 15
1/270 | JM-37B520-270-1221 | 6.0-12.0 12 0.04 21 0.15 3 18.1
1/622 | JM-37B520-622-0503 | 3.06.0 5 0.19 3 0.32 8 6

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio
3. Available with required shaft length, D-shape size and length, grease type efc.



Jinmotol

[14OW EIECTRONIC AND INDUSTRY GO, 41D

motor@iisow.com

+86 13530221367

Dia 3/mm DC Gear Motor

-Sleeve Bronze Bushing
-Spur Gears
-RoHS Comliant

Gear box length
L{mmy}
17.8
215
24
26.7
29

Ratio

1/6.5
1/90
1150
1/1084

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks
1. All values approximate.

2

(s S R o )

Model No.

Number Of
Stage

JM-37B500-6.5-24760
JM-37B500-89-0944

JM-37B500-150-0526

JM-37B500-1084-02.502

JM-37B500

‘Weight: 187g{approx.)

Typical Application

Vending Machine

Dispenser

Satellite/Solar System

Valve/ EPB/Robot/Model

Power Tool

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal Brush or Carbon Brush DC Motor

DIRECTION OF ROTATION
cwiccw

19.5REF

t 37~
6-M3"P0.5 Depth 3.5

General Reduction Ratios

1/6.5 1/9.3 110 - - -
115 119.5 1/20 1/24 1/30 -
1/40 1/50 1/60 1/65 1/69 1/71
1120 1150 1165 1/180 11211 1/259
1/360 1/450 1/540 1/622 1/628 1/810
Voltage No Load On Load
Operating | Nominal
Current Speed Current | Torque
Range Voltage
v v A rimin A kg.cm
6.0-24.0 24 0.03 7346 0.06 0.09
3.0-9.0 9 0.04 41.8 0.11 1
3.0-6.0 5 0.08 25 0.14 1.2
20-3.0 25 0.05 2 0.09 4

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

1/89
1/270
1/1084

Speed

rimin
601.8
32.8
22
1.7



motor@iisow.com +86 13530221367

L56mm*W53mm*H18mm DC Gear Motor

JM-36F1-500

‘Weight: ~110g{approx.)

Typical Application

Home Appliance

Water Meter

Key Features

-Bi-direction

-Water-proof

-Metal Brush DC Motor

-Copper and Powder Metallurgy Gears
-Nylon Glass Fiber Gear Case

Logo01-02 |

Gear Box Size General Reduction Ratio

(mm})
56*53*42.5 mm 1/2000
Voltage Mo Load On Load

Operating Nominal

Ratio Model No. p g Current | Speed | Current | Torque | Speed
Range | Voltage

v Vv A rimin A kg.cm rimin

1/2000 JM-36F1-500-2000-0301.6 2.0-30 3 0.04 1.6 0.07 3 14

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 32mm DC Gear Motor

JM-32A500

‘Weight: 100g{approx.)

Typical Application

Vending machine

Robot

Power Tool

Actuator

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal Brush or Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
-RoHS Compliant

DIRECTION OF ROTATION

As0.5 L#0.2 19.5REF (33 cwieew
8| 2 B10.1
o9/ o3| =
8|2 L
aBNl |l
-5 -
3
Gear box length Number Of ) )
General Reduction Ratios
L {mm}) Stage
17.7 2-3 1/5.8 1/6.5 115 1M17.3 - - -
204 4 110.6 1/40 1/46 1/52 1/58 - -
231 5 173 1/82 1/105 1/155 1136 1155 -
258 6 1/278 1/409 1/466 - - - -
285 7 1/732 11228 1/1397 - - - -
Voltage No Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current | Torgue Speed
Range Voltage
3 \ A rimin A kg.cm rimin
1106 |JM-32A500-10.6-06720 3.0-6.0 6 012 707.3 0.46 0z 585.3
1/52 JM-32A500-52-0662 3.06.0 6 0.03 62 0.08 0.5 53
1105 | JM-32A500-105-0662 | 3.0-6.0 6 0.09 65.2 0.5 2 482
1/409 | IM-32A500-409-04.511 3.0-6.0 4.5 0.06 11.6 0.29 4 9
1/466 | JM-32A500-466-0307 | 2.0-3.0 3 0.05 6.9 0.2 31 52

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc



2 10U BECTRONIC 4D INDUSTRYGO..TD

motor@iisow.com

+86 13530221367

Dia 32mm DC Gear Motor

JM-32A390/JM-32A395

‘Weight: 150g{approx.)

Typical Application

Actuator

Vending Machine
Garden Tool
Electric Lock

Key Features
-Reversible
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
-RoHS Compliant

46 SREF

DIRECTION OF ROTATION

DE Beld
8|2
([ R
a
3
Gear box length Number Of
L (mm) Stage
17.7 2-3 1/5.8 1/6.5
204 4 1/10.6 1/40
231 5 173 1/82
258 6 11278 1/409
28.5 7 1732 11228
Voltage
Ratio Model No. Operating | Nominal
Range Voltage
v v
1/40 JM-32A390-40-24375 | 6.0-24.0 24
1/105 JM-32A390-105-12124 | 6.0-12.0 12

Customization
1.Length A, B
2. Technical Data
3.Shaft Shape

Remarks
1. All values approximate.

@32

General Reduction Ratios

115 1173
1/46 1/52
1/105 1155
1/466 -
111397 -
MNo Load
Current | Speed
A rimin
021 3901
0.34 124.2

1/58 -
1136 1155
On Load
Current | Torgue
A kg.cm
0.95 3
1.68 7

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

Speed

rimin
333.4
104



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 32mm DC Gear Motor

JM-32A380/JM-32A385

‘Weight: 135g{approx.)

Typical Application
Vending machine

(-‘r - Garden Tool
%' - Electric Lock
Actuator
Key Features
-Reversible
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing
-Spur Gears
-RoHS Compliant

DIRECTION OF ROTATION

cwiccw
A0S L+02 37 BREF (U]
B = B0 1
oq| a3
8 —
B I
o L o &
1 & T - 2 al =
L 8
3 27 4-M3 Depth 3
Gear box length Number Of R R
General Reduction Ratios
L (mm) Stage
17.7 2-3 1/5.8 1/6.5 115 1173 - - -
204 4 1106 1/40 1/46 1/52 1/58 - -
231 5 173 1/82 1/105 1/155 1/136 1/155 -
258 B 1/278 1/409 1/466 - - - -
28.5 7 1732 11228 1/1397 - - - -
Voltage MNo Load On Load
R Operating | Nominal
Ratio Model No. Current Speed Current Torque Speed
Range Voltage
\ \ A rfmin A kg.cm rfmin
1/5.8 JM-32A380-5.8-0.362720 20-40 3.6 1.3 2720 3.8 0.25 2230
1/52 JM-32A380-52-07 2168 6.0-8.0 72 0.25 168 1.5 3 121
1/82 JM-32A380-82-06208 3060 B 0.6 208 3.4 4 168
1/105 JM-32A380-105-1252 6.0-12.0 12 0.09 52 022 1.5 47
1/155 JM-32A385-155-1240 6.0-12.0 12 02 38 0.4 4 3.2

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.



motor@iisow.com

+86 13530221367

Dia 32mm DC Gear Motor

JM-32A360/]JM-32A365

-Spur Gears

-RoHS Compliant

Gear box length
L (mm)

17.7
20.4
231
25.8
28.5

Ratio

117.3
1/46
1105
1105
1/136

Weight: 110g{approx.)

Typical Application

Vending Machine

Garden Tool
‘' Electric Lock
Actuator
Key Features
-Reversible
-Zinc Die Cast Gear Case
-Carbon Brush DC Motor
-Sleeve Bronze Bushing
DIRECTION OF ROTATION
cwiccw
As05 Ls0.2 32.8REF
g ol B:0.1
23| ag
8|2 —
] i
8 P8
. 8
3 2.7 4-M3 Dapth 3
Number Of _ _
General Reduction Ratios
Stage
2-3 1/5.8 1/6.5 115 1173 - -
4 1/10.6 1/40 1/46 1/52 1/58 -
5 173 1/82 1/105 1/155 1/136 1/155
6 1/278 1/409 1/466 - - -
7 1/732 1/1228 1/1397 - - -
Voltage No Load On Load
Operating | Nominal
Model No. Current Speed Current Torque
Range Voltage
\ \ A rimin A kg.cm
JM-32A365-17.3-12558 6.0-12.0 12 0.27 558 0.75 0.9
JM-32A365-46-12160 6.0-12.0 12 0.16 159 0.4 1.2
JM-32A365-105-12106 6.0-12.0 12 0.23 105 0.7 3
JM-32A360-105-1273 6.0-12.0 12 0.13 73 0.47 3
JM-32A365-136-2460 6.0-240 24 0.07 61 0.3 4

Customization

a.length A, B

b.Technical Data

c.Shaft Shape

Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.

Speed

rimin
445
134
85.3
61
45



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 25mm DC Gear Motor

JM-25A370

‘Weight: 85g{approx.)

Typical Application
Vending Machine

* Garden Tool
)n Electric Lock
) Actuator
Key Features
-Reversible

-Zinc Die Cast Gear Case
-Metal or Carbon Brush DC Motor

-Sleeve Bronze Bushing
-Spur Gears

-RoHS Compliant

DIRECTION OF ROTATION
CWicCw

A0S L1012 30.8REF 9

17£0.10

Red "+

355
.
-

%l

2-M3'PO5 Depth 25 |

Gear box length Number Of ) )
General Reduction Ratios
L (mm) Stage
19 4 1/9.3 111 1/24 1/26 - - -
21 5 1/29 1/34 1/45 1/61 - - -
23 6 1/75 1/98 1101 - - - -
25 7 1125 1165 17217 1/248 - - -
27 8 1/362 1/450 1/481 1/601 1/810 - -
Voltage MNo Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current Torque Speed
Range Voltage
' ' A rfmin A kg.cm rfmin
1/9.3 JM-25A370-9.3-09664 6.0-9.0 9 0.06 664 0.25 0.2 571
1/29 JM-25A370-29-03360 2.0-3.0 3 0.27 360 1.5 1 285
1/109 JM-25A370-109-0652 3.0-6.0 6 0.06 52 0.4 2 40
1/248 JM-25A370-248-0622 3.0-6.0 6 0.05 22 0.22 2 17
1/810 JM-25A370-810-07.203 3.0-9.0 72 0.01 28 0.03 2 26

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 25mm DC Gear Motor

JM-25A310/JM-25A320

‘Weight: 80g{approx.)

Typical Application

Vending Machine

Garden Tool

Electric Lock

Actuator

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal or Carbon Brush DC Motor
-Sleeve Bronze Bushing

-Spur Gears
-RoHS Complaint

DIRECTION OF ROTATION

cwiccw
As0.5 Ls0.2 18.1REF_(3.1) 17401
8 2-M3'POS
Depth 2.5
. o
@rn
I8 - e ﬁ
e 8
___L (1.7)
Gear box length Number Of ) )
General Reduction Ratios
L {mm} Stage
19 4 1/9.3 111 1/24 1/26 - - -
21 5 1/29 1/34 1/45 1/61 - - -
23 6 175 1/98 1/101 - - - -
25 7 1125 1165 11217 1/248 - - -
27 8 1/362 1/450 1/481 1/601 1/810 - -
Voltage No Load On Load
) Operating | Nominal
Ratio Model No. Current | Speed Current | Torgue Speed
Range | Voltage
3 3 A rimin A kg.cm rimin
124 JM-25A310-24-4.5105 3.06.0 4.5 0.015 105 0.03 0.05 85
1/61 JM-25A320-61-1260 6.0-12.0 12 0.01 69 0.04 0.38 56
11101 JM-25A320-101-1262 6.0-12.0 12 0.02 61.6 0.04 0.38 54.2
11274 JM-25A320-274-1312.8 | 6.0-13.0 13 0.01 12.8 0.03 0.8 11
1/481 JM-25A320-481-1208 6.0-12.0 12 0.01 8 0.04 18 51
Customization
a.Length A, B

b Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.



motor@iisow.com

+86 13530221367

Dia 20mm DC Gear Motor

-Spur Gears

-RoHS Compliant

Gear box length Number Of

L (mm)
16.2
177
19.2
20.7
222

Ratio

116

1/58

1/78
1144

Stage
3-4
5

6
7
8

Model No.

JM-20A180-16-241400
JM-20A180-58-03123
JM-20A180-78-06125
JM-20A180-147-1225

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.
2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.

JM-20A180

‘Weight: 58g{approx.)

Typical Application

Vending Machine

Business Machine

Duplicating Machine

Pump

Key Features

-Reversible

-Zinc Die Cast Gear Case

-Metal or Carbon Brush DC Motor
-Sleeve Bronze Bushing

Az0.5 L:0.2 32REF

DIRECTION OF ROTATION

CWicCcw

©204REF
=]
38

PRE=N T

M2.5°P0.45 Depth 2 |

General Reduction Ratios

1/6.6 112.5 116 1/25
1/43 1/63.5 1/70 1/78
1/104 1147 11757 1195
1/269 1/359 1/440 1/469
1/644 1/899 1/1099 1/1200

Voltage Mo Load

Operating Nominal
Range | Voltage

Current | Speed

v v A rfmin
6.0-24.0 24 0.148 1334
2.0-3.0 3 0.25 123
3.0-6.0 6 0.145 125
6.0-12.0 12 0.02 252

1/35 1/39
1/98 -
1/244 -
1/488 1/545
1/1361 11526

On Load

Current | Torque

A kg.cm
0.746 0.6

0.6 0.6

0.37 0.82
0.05 1

1/610

Speed

rimin

1090
103
115
20.3



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 20mm DC Gear Motor

JM-20A130R

‘Weight:44 g{spprox.)

Typical Application
Vending Machine
Business Machine
. Duplicating Machine
Pump
Key Features
-Bi-direction
-Spur Gears
-Metal Brush DC Motor
-Zinc Die Cast Gear Case
-Sleeve Bronze Bushing
-RoHS complaint

DIRECTION OF ROTATION
cwiccw

22 BREF “

2.M25°P045 Depth 2

Gear box length Number Of ) )
L (mm) Stage General Reduction Ratios
16.2 3-4 1/6.6 1125 116 1/25 1/35 1/39 -
17.7 5 1/43 1/63.5 1/70 1/78 1/98 - -
19.2 6 1/104 1147 1175.7 1/195 1/244 - -
207 7 1/269 1/359 1/440 1/469 1/488 1/545 1/610
222 8 1/644 1/899 1/1099 1/1200 1/1361 11526 -
Voltage Mo Load On Load
) Operating Mominal
Ratio Model No. Current | Speed | Current | Torque @ Speed
Range | Voltage
v v A rimin A kg.cm rimin
1/25 JM-20A130R-23-12600 6.0-12.0 12 0.06 592 0.22 0.2 491
1/78 JM-20A130R-78-01.509 1.0-3.0 1.5 0.01 9.1 0.012 0.02 8.2
1144 JM-20A130R-147-1.513 1.5-3.0 1.5 0.02 13.2 0.054 0.2 10
1/195 JM-20A130R-195-0640 48-80 6 0.07 40 0.2 1 33

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.



motor@iisow.com +86 13530221367

Dia 20mm DC Gear Motor

JM-20A130F

‘Weight: 50g{approx.)

Typical Application
- - Vending Machine
Business Maching

* ) Duplicating Machine
a_’ Pump

Key Features
-Bi-direction
-Zinc Die Cast Gear Case
-Metal or Carbon Brush DC Motor
-Sleeve Bronze Bushing
-Spur Gears
-RoHS Complaint

DIRECTION OF ROTATION
AsOS Ls02 25REF X cwicow

sl
Gear box length Number Of ) _
L (mm) Stage General Reduction Ratios
16.2 3-4 1/6.6 1112.5 116 1/25 1/35 1/39 -
17.7 5 1/43 1/63.5 1/70 178 1/98 - -
19.2 6 1104 1147 1M75.7 1/195 1/244 - -
207 7 1/269 1/359 1/440 1/469 1/488 1/545 1/610
222 8 1/644 1/899 1/1099 1/1200 1/1361 1/1526 -
Voltage No Load On Load
) Cperating | Nominal
Ratio Model No. Current Speed Current | Torque Speed
Range @ Voltage
\ v A rimin A kg.cm rimin
1/23 JM-20A130F-25-24446 6.0-24.0 24 0.05 446 0.15 0.3 367
1104 JM-20A130F-104-1285 6.0-12.0 12 0.04 85 0.13 0.9 70
1/44 JM-20A130F-147-1243 6.0-12.0 12 0.05 416 0.12 1.4 29
1/258 JM-20A130F-258-07.1910  6.0-8.0 7.19 0.03 95 0.04 0.6 8.1

Customization
1.Length A, B
2 Technical Data
3.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type etc.



Jinmotol

15OW EECTRONIC AND INDUSTRY 0.0 motor@iisow.com +86 13530221367

Dia 16mm DC Gear Motor

JM-16A050

‘Weight: 32g{approx.)

Typical Application
Electric Lock
. Robot

’ak‘ Actuator
Armarium

Key Features
-Bi-direction
-RoHS Compliant
-Metal or Carbon Brush DC Motor
-Zinc Die Cast Gear Case

-Spur Gears

-Sleeve Bronze Bushing

DIRECTION OF ROTATION
CwWiCCw
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Gear box length | Number Of ) )
General Reduction Ratios

L (mm) Stage
11 3 113 - - - - - -
127 4 1/30 1/43 - - - - -
14 5 1/53 1/65 175 1/91 1115 1/128 -
15.7 6 1/144 1182 1/210 1/253 1/296 - -
17.2 7 1/370 1/592 1/631 1723 1/835 11021 -
Voltage No Load On Load
) Operating | Nominal
Ratio Model MNo. Current Speed Current | Torgue Speed
Range | Voltage
V' v A rimin A kg.cm rimin
113 JM-16A050-13-241100 | 6.0-24.0 24 0.02 1088 0.09 0.08 844
1/30 JM-16A050-30-12493 | 6.0-12.0 12 0.06 493 0.26 0.36 360
1/91 JM-16A050-91-3.5110 | 1.54.0 35 0.07 111.4 0.3 0.5 88
1/253 JM-16A050-253-1235 | 6.0-12.0 12 0.02 35.3 0.04 0.5 32.5

Customization
a.Length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required shaft length, D-shape size and length, grease type efc.
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16mm Miniature Spur DC Gear Motor

JM-16A030

‘Weight: :~28g{approx.)

Typical Application
Electric Lock

Robot

Actuator

Armarium

Key Features
-Bi-direction
-Reversible

-Metal Brush DC Motor
-RoHS Compliant

-Spur Gears
-Sleeve Bronze Bushing
-Zinc Die Cast Gear Case

DIRECTION OF ROTATION
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Gear box length = Number Of ) )
General Reduction Ratios

L (mm) Stage
11 3 113 - - - - - -
12.7 4 1/30 1/43 - - - - -
14 5 1/53 1/65 175 1/91 1115 1128 -
15.7 6 1144 1/182 1/210 1/253 1/296 - -
17.2 7 1/370 1/592 1/631 1/723 1/835 11021 -
Voltage Mo Load On Load
) Operating| Mominal
Ratio Model No. Current | Speed | Current | Torque | Speed
Range | Voltage
v v A rimin A kg.cm rimin
113 UM-16A030-13-121330 6.0-12.0 12 0.06 1320 0.18 0.04 1124
1144  UM-16A030-144-06103 4.0-6.0 6 0.07 103 0.24 0.8 81
1/206 | JM-16A030-296-0521 4.0-6.0 5 0.02 205 0.05 0.5 16.8
1/835 | JM-16A030-835-0507  4.0-6.0 5 0.023 6.8 0.04 0.5 58

Customization
alength A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required accessories after evaluation.
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13mm Miniature Spur DC Gear Motor

JM-13F050

‘Weight: :~21g{approx.)

Typical Application
Coffee Machine
Cordless Drill
1 Robot
e Electric Lock
Video/Camera
Key Features
-12mm Exposed Flat Gearbox
-Reversible
-Metal or Carbon Brush DC Motor
-RoHS Compliant
-Spur Metal Gears
-Sleeve Bronze Bushing
-Copperplate Gear Case

DIRECTION OF ROTATION
cwiccw
26 9REF
al =
2 %
gl
Gear box length ) )
General Reduction Ratios
L (mm})
» 1/3 110 117 1/20 1/30 1/35 1/50
1/63 1/86 1115 1150 1/250 1/360 -
Voltage No Load On Load
) Operating| Nominal
Ratio Model No. Current Speed Current | Torgue Speed
Range | Voltage
v v A rimin A kg.cm rimin
1/30 JM-13F050-30-07550 3.0-8.0 7 01 550 0.31 0.04 451.1
1150 | JM-13F050-150-07100 | 3.0-8.0 7 01 100 0.31 0z 90

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required accessories after evaluation.
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13mm Miniature Spur DC Gear Motor

JM-13F030

‘Weight: :~15g{approx.)

Typical Application
p Cofiee Machine
4 y Cordless Drill
_ Robot
( ‘ Electric Lock
Video/Camera
Key Features
-12mm Exposed Flat Gearbox
-Reversible
-Metal Brush DC Motor
-RoHS Compliant
-Spur Metal Gears

-Sleeve Bronze Bushing
-Copperplate Gear Case

DIRECTION OF ROTATION
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SCREW LENGTH
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Gear box length ) )
General Reduction Ratios

L {mm})
1/3 110 117 1/20 1/30 1/35 1/50
" 1/63 1/86 1115 1/150 1/250 1/360 -
Voltage MNo Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current Torque Speed
Range | Voltage
Vi \ A rimin A kg.cm rfmin
1/35 JM-13F030-35-03485 | 2040 3 0.15 485 0.47 0.082 415
1150 | JM-13F030-150-03118 2.0-4.0 3 0.15 118 0.47 0.35 95

Customization
a.length A, B
b Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required accessories after evaluation.
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12mm Miniature Spur DC Gear Motor

JM-12FN30

‘Weight:~11.5g{approx.)

Typical Application
Coffee Machine

..‘\’ 5 Cordless Drill

i - Robot

% Electric Lock
Video/Camera

Key Features
-12mm Exposed Flat Gearbox
-Reversible
-Metal or Carbon Brush DC Motor
-RoHS Compliant
-Spur Metal Gears
-Sleeve Bronze Bushing
-Copperplate Gear Case

DIRECTION OF ROTATION
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Gear box length ) )
General Reduction Ratios
L (mm})
01 110 1/20 1/30 1/50 1/63 170 1/100
: 1110 1150 1/210 1/298 1/380 - -
12.1 1/1000 - - - - - -
Voltage No Load On Load
) Operating | Nominal
Ratio Model No. Current Speed Current Torque Speed
Range | \Voltage
3 3 A rimin A kg.cm rimin
1/50 JM-12FN30-50-02.5100| 2.0-3.0 25 0.04 100 0.14 0.054 80
1/210 JM-12FN30-210-1270 | 6.0-12.0 12 0.02 71 0.07 0.43 61
1/208 JM-12FN30-298-1250 | 6.0-12.0 12 0.02 50 0.07 06 43
1/298 JM-12FN30-298-0848 | 6.0-8.0 8 0.04 48 0.21 1.5 28

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks
1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.

3. Available with required accessories after evaluation.
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12mm Miniature Spur DC Gear Motor

JM-12FN20

‘Weight: :~9.5g{approx.)

Typical Application

’ '\ Cordless Drill
& 9 4 Robot
% : Electric Lock
Video/Camera
Coffee Machine
Key Features
-12mm Exposed Flat Gearbox
-Reversible
-Metal or Carbon Brush DC Motor
_RoHS Compliant
-Spur Metal Gears
-Sleeve Bronze Bushing
-Copperplate Gear Case
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Gear box length

General Reduction Ratios

L (mm)
110 1/20 1/30 1/50 1/63 1/70 1/100
o 1/110 1150 1/210 1/380 - - -
11 1/1000 - - - - - -
Voltage Mo Load On Load
) Operating Mominal
Ratio Model No. Current | Speed @ Current = Torque | Speed
Range @ Voltage
v v A rimin A kg.cm rfmin
1/30 JM-12FN20-30-12480 | 3.0-12.0 12 0.03 480 0.11 0.06 340
1/50 JM-12FN20-50-03350 1.5-3.0 3 0.1 350 0.32 0.075 300
1/63 JM-12FN20-63-12254 | 3.0-12.0 12 0.02 254 0.07 0.063 218
1/100 JM-12FN20-100-06240 | 3.0-6.0 6 0.06 240 0.14 0.1 225
1150 JM-12FN20-150-12128 | 3.0-12.0 12 0.02 128 0.11 0.4 80
1/298 JM-12FN20-298-0340 1.5-3.0 3 0.04 40 0.2 0.59 205
1/380 JM-12FN20-380-0335 1.5-3.0 3 0.04 35 0.2 0.55 29

Customization
a.length A, B
b.Technical Data
c.Shaft Shape

Remarks

1. All values approximate.

2. Customized electric performance on request by using suitable dc motor windings and ratio.
3. Available with required accessories after evaluation.



