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JL-12FN20

数量：1000pcs/ctn     纸箱尺寸: 37.8*29.5*26.8 cm     毛重: 10.6 kg/ctn    净重: 9.6 kg/ctn   

直流减速电机(正齿轮)

单重：10g 单位（mm）

数量：1000pcs/ctn     纸箱尺寸: 37.8*29.5*26.8 cm     毛重: 10.6 kg/ctn    净重: 9.6 kg/ctn    

装箱信息

装箱信息

典型应用
智能锁： 门锁，指纹锁，快递柜锁，单车锁，车位锁

家用电器： 卷发器

金融医疗设备：3D打印笔，投影仪

工业设备：空气开关

机器人：机械手，无人机，服务机器人

典型应用
智能锁： 门锁，指纹锁，快递柜锁，单车锁，车位锁

家用电器： 卷发器

金融医疗设备：3D打印笔，投影仪

工业设备：空气开关

机器人：机械手，无人机，服务机器人

电压，扭矩，转速，电流，功率，输出轴的尺寸可以按照客户需求定制。 电压，扭矩，转速，电流，功率，输出轴的尺寸可以按照客户需求定制。

JL-10FK20 直流减速电机(正齿轮)

单重：9.6g                                                                                  单位（mm）

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-10FK20-15.4 1.5 590 0.032 434 0.08 0.6 0.06 2.5 0.02 0.21 15.4 9.8 K20 14.5

JL-10FK20-24 1.5 379 0.032 278 0.08 1.0 0.01 3.8 0.04 0.21 24 9.8 K20 14.5

JL-10FK30-24 3.0 630 0.031 500 0.11 1.8 0.02 8.3 0.08 0.40 24 9.8 K30 20

JL-10FK30-15.4 3.0 982 0.031 779 0.11 1.2 0.01 5.3 0.05 0.40 15.4 9.8 K30 20

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12FN20-11 5 1864 0.054 1468 0.20 3.0 0.03 6.0 0.06 0.74 11 9 N20 15

JL-12FN20-37 5 554 0.060 436 0.22 10.0 0.10 24.2 0.25 0.74 37 9 N20 15

JL-12FN20-50 5 410 0.060 323 0.22 13.6 0.14 27.2 0.28 0.74 50 9 N20 15

JL-12FN20-97 5 211 0.060 166 0.22 26.3 0.27 52.8 0.54 0.74 97 9 N20 15

JL-12FN20-117 5 175 0.068 138 0.25 31.8 0.32 63.6 0.65 0.74 117 9 N20 15

JL-12FN20-150 5 137 0.068 108 0.25 40.7 0.42 81.6 0.83 0.74 150 9 N20 15

JL-12FN20-168 5 122 0.068 96 0.25 45.6 0.46 91.4 0.93 0.74 168 9 N20 15

JL-12FN20-210 5 98 0.068 77 0.25 55.2 0.56 114.2 1.16 0.74 210 9 N20 15

JL-12FN20-226 5 91 0.068 71 0.25 61.3 0.63 122.9 1.25 0.74 226 9 N20 15

JL-12FN20-286 5 72 0.068 56 0.25 66.5 0.68 139.7 1.42 0.74 286 9 N20 15

JL-12FN20-380 5 54 0.068 43 0.25 75.6 1.01 151.2 1.54 0.74 380 9 N20 15

JL-12FN20-1006 5 20 0.077 16 0.29 102.4 1.04 204.8 2.09 0.74 1006 12.5 N20 15

规格
电压

空载 负载 堵转 齿轮
减速比 齿轮箱长度(L) 匹配电机 电机长度(L1)

转速 电流 转速 电流 转矩 转矩 电流 规格
电压

空载 负载 堵转 齿轮
减速比 齿轮箱长度(L) 匹配电机 电机长度(L1)

转速 电流 转速 电流 转矩 转矩 电流

外形尺寸

技术数据

外形尺寸

技术数据

10
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Outline Dimension

Technical Data

JL-12FN20

QTY: 1000 pcs/ctn     Carton Size: 36.5*26.5*25 cm    Gross Weight: 10.5 kg/ctn    Net Weight: 10 kg/ctn

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：10g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Packing DetailsQTY: 1000 pcs/ctn     Carton Size: 37.8*29.5*26.8 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6 kg/ctn  

Packing Details

Outline Dimension

Technical Data

JL-10FK20

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：9.6g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-10FK20-15.4 1.5 590 0.032 434 0.08 0.6 0.06 2.5 0.02 0.21 15.4 9.8 K20 14.5

JL-10FK20-24 1.5 379 0.032 278 0.08 1.0 0.01 3.8 0.04 0.21 24 9.8 K20 14.5

JL-10FK30-24 3.0 630 0.031 500 0.11 1.8 0.02 8.3 0.08 0.40 24 9.8 K30 20

JL-10FK30-15.4 3.0 982 0.031 779 0.11 1.2 0.01 5.3 0.05 0.40 15.4 9.8 K30 20

7.2

8 10

9.2

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12FN20-11 5 1864 0.054 1468 0.20 3.0 0.03 6.0 0.06 0.74 11 9 N20 15

JL-12FN20-37 5 554 0.060 436 0.22 10.0 0.10 24.2 0.25 0.74 37 9 N20 15

JL-12FN20-50 5 410 0.060 323 0.22 13.6 0.14 27.2 0.28 0.74 50 9 N20 15

JL-12FN20-97 5 211 0.060 166 0.22 26.3 0.27 52.8 0.54 0.74 97 9 N20 15

JL-12FN20-117 5 175 0.068 138 0.25 31.8 0.32 63.6 0.65 0.74 117 9 N20 15

JL-12FN20-150 5 137 0.068 108 0.25 40.7 0.42 81.6 0.83 0.74 150 9 N20 15
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Outline Dimension

Technical Data

JL-12FN30

QTY: 1000 pcs/ctn     Carton Size: 37.8*29.5*26.8 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：9.6g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

JL-12UN20

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6 kg/ctn   

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：9.6g                                                                                  Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12TN20-50 6 70 0.046 53 0.118 29.4 0.30 111.7 1.14 0.438 50 42 N20 15

JL-12TN20-97 6 50 0.033 40 0.10 58.8 0.60 327.3 3.34 0.43 97 42 N20 15

JL-12TN20-116 6 50 0.050 40 0.22 88.2 0.90 360.0 3.67 1.00 116 42 N20 15

JL-12TN20-150 6 33 0.035 26 0.17 88.2 0.90 360.0 3.67 0.780 150 42 N20 15

JJL-12TN20-168 6 68 0.015 53 0.05 88.2 0.90 360.0 3.67 0.18 168 42 N20 15

JL-12TN20-210 6 25 0.050 20 0.26 88.2 0.90 360.0 3.67 1.13 210 42 N20 15

JL-12TN20-226 6 12 0.020 10 0.06 88.2 0.90 360.0 3.67 0.26 226 42 N20 15

JL-12TN20-286 6 10 0.029 7.6 0.07 117.6 1.20 470.4 4.80 0.29 286 42 N20 15

JL-12TN20-380 6 10 0.035 9 0.088 117.6 1.20 739.9 7.55 0.48 380 42 N20 15

JL-12TN20-1006 6 5 0.054 4 0.162 294.0 3.00 902.5 9.02 0.89 1006 42 N20 15

1

+

4.4

3.7

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12FN30-11 6 2018 0.060 1576 0.30 5.9 0.06 11.9 0.12 0.90 11 9 N30 15

JL-12FN30-37 6 600 0.067 469 0.33 20.0 0.20 40.0 0.85 0.90 37 9 N30 15

JL-12FN30-50 6 444 0.067 347 0.33 27.0 0.28 54.0 0.55 0.90 50 9 N30 15

JL-12FN30-70 6 300 0.067 232 0.33 30.0 0.30 60.0 0.61 0.90 70 9 N30 15

JL-12FN30-97 6 229 0.067 179 0.33 52.4 0.53 78.6 0.80 0.90 97 9 N30 15

JL-12FN30-117 6 190 0.075 148 0.38 63.2 0.64 94.8 0.97 0.90 117 9 N30 15

JL-12FN30-150 6 148 0.075 116 0.38 81.1 0.83 121.7 1.24 0.90 150 9 N30 15

JL-12FN30-168 6 132 0.075 103 0.38 85.2 0.87 127.8 1.30 0.90 168 9 N30 15

JL-12FN30-210 6 106 0.075 83 0.38 95.3 0.97 142.9 1.46 0.90 210 9 N30 15

JL-12FN30-226 6 98 0.075 77 0.38 95.3 0.97 142.9 1.46 0.90 226 9 N30 15

JL-12FN30-286 6 78 0.075 61 0.38 100.5 1.02 150.8 1.54 0.90 286 9 N30 15

JL-12FN30-380 6 58 0.075 46 0.38 115.6 1.18 173.3 1.77 0.90 380 9 N30 15

JL-12FN30-1006 6 22 0.086 17 0.43 125.5 1.28 188.3 1.92 0.90 1006 12.5 N30 15
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Outline Dimension

Technical Data

JL-12ZN20

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6kg/ctn  

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch

DC GEAR MOTOR(SPUR GEAR)

Weight：9.6g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12ZN20-4 3 5605 0.083 4602 0.42 0.3 0.00 1.8 0.02 2.54 4 10 N20 15

JL-12ZN20-236 3 95 0.083 78 0.42 19.6 0.20 107.9 1.10 2.54 236 10 N20 15

JL-12ZN30-4 6 6490 0.11 5310 0.49 0.7 0.01 3.7 0.04 2.24 4 10 N30 20

JL-12ZN30-236 6 110 0.11 90 0.49 39.1 0.40 215.6 2.20 2.24 236 10 N30 20

Outline Dimension

JL-12TN20

QTY: 1000 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 10.5 kg/ctn    Net Weight: 10 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler 
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：10g Unit（mm）

Technical Data

11.33
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L1+

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12TN20-50 6 70 0.046 53 0.118 29.4 0.30 111.7 1.14 0.438 50 42 N20 15

JL-12TN20-97 6 50 0.033 40 0.10 58.8 0.60 327.3 3.34 0.43 97 42 N20 15

JL-12TN20-116 6 50 0.050 40 0.22 88.2 0.90 360.0 3.67 1.00 116 42 N20 15

JL-12TN20-150 6 33 0.035 26 0.17 88.2 0.90 360.0 3.67 0.780 150 42 N20 15

JJL-12TN20-168 6 68 0.015 53 0.05 88.2 0.90 360.0 3.67 0.18 168 42 N20 15

JL-12TN20-210 6 25 0.050 20 0.26 88.2 0.90 360.0 3.67 1.13 210 42 N20 15

JL-12TN20-226 6 12 0.020 10 0.06 88.2 0.90 360.0 3.67 0.26 226 42 N20 15

JL-12TN20-286 6 10 0.029 7.6 0.07 117.6 1.20 470.4 4.80 0.29 286 42 N20 15

JL-12TN20-380 6 10 0.035 9 0.088 117.6 1.20 739.9 7.55 0.48 380 42 N20 15

JL-12TN20-1006 6 5 0.054 4 0.162 294.0 3.00 902.5 9.02 0.89 1006 42 N20 15
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Outline Dimension

Technical Data

JL-12FN30

QTY: 1000 pcs/ctn     Carton Size: 37.8*29.5*26.8 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6 kg/ctn  
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：9.6g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

JL-12UN20

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：9.6g Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12TN20-50 6 70 0.046 53 0.118 29.4 0.30 111.7 1.14 0.438 50 42 N20 15

JL-12TN20-97 6 50 0.033 40 0.10 58.8 0.60 327.3 3.34 0.43 97 42 N20 15

JL-12TN20-116 6 50 0.050 40 0.22 88.2 0.90 360.0 3.67 1.00 116 42 N20 15

JL-12TN20-150 6 33 0.035 26 0.17 88.2 0.90 360.0 3.67 0.780 150 42 N20 15

JJL-12TN20-168 6 68 0.015 53 0.05 88.2 0.90 360.0 3.67 0.18 168 42 N20 15

JL-12TN20-210 6 25 0.050 20 0.26 88.2 0.90 360.0 3.67 1.13 210 42 N20 15

JL-12TN20-226 6 12 0.020 10 0.06 88.2 0.90 360.0 3.67 0.26 226 42 N20 15

JL-12TN20-286 6 10 0.029 7.6 0.07 117.6 1.20 470.4 4.80 0.29 286 42 N20 15

JL-12TN20-380 6 10 0.035 9 0.088 117.6 1.20 739.9 7.55 0.48 380 42 N20 15

JL-12TN20-1006 6 5 0.054 4 0.162 294.0 3.00 902.5 9.02 0.89 1006 42 N20 15

1

+

4.4

3.7

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12FN30-11 6 2018 0.060 1576 0.30 5.9 0.06 11.9 0.12 0.90 11 9 N30 15

JL-12FN30-37 6 600 0.067 469 0.33 20.0 0.20 40.0 0.85 0.90 37 9 N30 15

JL-12FN30-50 6 444 0.067 347 0.33 27.0 0.28 54.0 0.55 0.90 50 9 N30 15

JL-12FN30-70 6 300 0.067 232 0.33 30.0 0.30 60.0 0.61 0.90 70 9 N30 15

JL-12FN30-97 6 229 0.067 179 0.33 52.4 0.53 78.6 0.80 0.90 97 9 N30 15

JL-12FN30-117 6 190 0.075 148 0.38 63.2 0.64 94.8 0.97 0.90 117 9 N30 15

JL-12FN30-150 6 148 0.075 116 0.38 81.1 0.83 121.7 1.24 0.90 150 9 N30 15

JL-12FN30-168 6 132 0.075 103 0.38 85.2 0.87 127.8 1.30 0.90 168 9 N30 15

JL-12FN30-210 6 106 0.075 83 0.38 95.3 0.97 142.9 1.46 0.90 210 9 N30 15

JL-12FN30-226 6 98 0.075 77 0.38 95.3 0.97 142.9 1.46 0.90 226 9 N30 15

JL-12FN30-286 6 78 0.075 61 0.38 100.5 1.02 150.8 1.54 0.90 286 9 N30 15

JL-12FN30-380 6 58 0.075 46 0.38 115.6 1.18 173.3 1.77 0.90 380 9 N30 15

JL-12FN30-1006 6 22 0.086 17 0.43 125.5 1.28 188.3 1.92 0.90 1006 12.5 N30 15
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Outline Dimension

Technical Data

JL-12ZN20

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 10.6 kg/ctn    Net Weight: 9.6kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch

DC GEAR MOTOR(SPUR GEAR)

Weight：9.6g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12ZN20-4 3 5605 0.083 4602 0.42 0.3 0.00 1.8 0.02 2.54 4 10 N20 15

JL-12ZN20-236 3 95 0.083 78 0.42 19.6 0.20 107.9 1.10 2.54 236 10 N20 15

JL-12ZN30-4 6 6490 0.11 5310 0.49 0.7 0.01 3.7 0.04 2.24 4 10 N30 20

JL-12ZN30-236 6 110 0.11 90 0.49 39.1 0.40 215.6 2.20 2.24 236 10 N30 20

Outline Dimension

JL-12TN20

QTY: 1000 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 10.5 kg/ctn    Net Weight: 10 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler 
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：10g                                                                                  Unit（mm）

Technical Data
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L1+

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-12TN20-50 6 70 0.046 53 0.118 29.4 0.30 111.7 1.14 0.438 50 42 N20 15

JL-12TN20-97 6 50 0.033 40 0.10 58.8 0.60 327.3 3.34 0.43 97 42 N20 15

JL-12TN20-116 6 50 0.050 40 0.22 88.2 0.90 360.0 3.67 1.00 116 42 N20 15

JL-12TN20-150 6 33 0.035 26 0.17 88.2 0.90 360.0 3.67 0.780 150 42 N20 15

JJL-12TN20-168 6 68 0.015 53 0.05 88.2 0.90 360.0 3.67 0.18 168 42 N20 15

JL-12TN20-210 6 25 0.050 20 0.26 88.2 0.90 360.0 3.67 1.13 210 42 N20 15

JL-12TN20-226 6 12 0.020 10 0.06 88.2 0.90 360.0 3.67 0.26 226 42 N20 15

JL-12TN20-286 6 10 0.029 7.6 0.07 117.6 1.20 470.4 4.80 0.29 286 42 N20 15

JL-12TN20-380 6 10 0.035 9 0.088 117.6 1.20 739.9 7.55 0.48 380 42 N20 15

JL-12TN20-1006 6 5 0.054 4 0.162 294.0 3.00 902.5 9.02 0.89 1006 42 N20 15
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Outline Dimension

Technical Data

JL-15R030

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 9 kg/ctn    Net Weight: 8.5 kg/ctn  

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：21g                                                                                  Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-15R030-36.5 5 350 0.08 284 0.22 11.5 0.12 49.3 0.50 0.8 36.5 11 JFF-030 18.6

JL-15R030-62 5 206 0.08 167 0.22 19.6 0.20 83.7 0.85 0.8 62 11 JFF-030 18.6

JL-15R030-100 5 128 0.08 104 0.22 31.6 0.32 135.0 1.38 0.8 100 11 JFF-030 18.6

JL-15R030-160 5 80 0.08 65 0.22 50.6 0.52 216.0 2.20 0.8 160 11 JFF-030 18.6

JL-15R030-185 5 69 0.08 56 0.22 58.5 0.60 249.8 2.55 0.8 185 11 JFF-030 18.6

JL-15R030-212 5 60 0.08 49 0.22 67.0 0.68 286.2 2.92 0.8 212 11 JFF-030 18.6

JL-15R030-36.5 5 350 0.08 284 0.22 11.5 0.12 49.3 0.50 0.8 36.5 11 JFF-030 18.6

Outline Dimension

Technical Data

JL-13F030

QTY: 1000 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 10.5 kg/ctn    Net Weight: 10 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler 
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：9.6g Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR BOX(L)

MATCH 
THE 

MOTOR
LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-13F030-10 3 920 0.05 702 0.16 2.6 0.03 10.7 0.11 0.49 10 11 JFF-030 18.6

JL-13F030-35 3 263 0.05 200 0.16 9.1 0.09 37.5 0.38 0.49 35 11 JFF-030 18.6

JL-13F030-52 3 177 0.05 135 0.16 13.5 0.14 55.6 0.57 0.49 52 11 JFF-030 18.6

JL-13F030-86 3 107 0.05 82 0.16 22.4 0.23 92.0 0.94 0.49 86 11 JFF-030 18.6

JL-13F030-115 3 80 0.05 61 0.16 29.9 0.30 123.1 1.25 0.49 115 11 JFF-030 18.6

JL-13F030-150 3 61 0.05 47 0.16 39.0 0.40 160.5 1.64 0.49 150 11 JFF-030 18.6

JL-13F030-250 3 37 0.05 28 0.16 65.0 0.66 267.5 2.73 0.49 250 11 JFF-030 18.6

JL-13F030-380 3 24 0.05 18 0.16 98.8 1.01 406.6 4.15 0.49 380 11 JFF-030 18.6

Ø1
5

.5

L1±0.39.5±0.3

6.5±0.1

2
.5 0 -

0
.0

5

L±0.3
12

Ø5

2

0.3

8
.8

9

Ø15.5 2-M2

Ø3 0
-0.03

+ +

12

8
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Outline Dimension

Technical Data

JL-15R030

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 9 kg/ctn    Net Weight: 8.5 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：21g Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-15R030-36.5 5 350 0.08 284 0.22 11.5 0.12 49.3 0.50 0.8 36.5 11 JFF-030 18.6

JL-15R030-62 5 206 0.08 167 0.22 19.6 0.20 83.7 0.85 0.8 62 11 JFF-030 18.6

JL-15R030-100 5 128 0.08 104 0.22 31.6 0.32 135.0 1.38 0.8 100 11 JFF-030 18.6

JL-15R030-160 5 80 0.08 65 0.22 50.6 0.52 216.0 2.20 0.8 160 11 JFF-030 18.6

JL-15R030-185 5 69 0.08 56 0.22 58.5 0.60 249.8 2.55 0.8 185 11 JFF-030 18.6

JL-15R030-212 5 60 0.08 49 0.22 67.0 0.68 286.2 2.92 0.8 212 11 JFF-030 18.6

JL-15R030-36.5 5 350 0.08 284 0.22 11.5 0.12 49.3 0.50 0.8 36.5 11 JFF-030 18.6

Outline Dimension

Technical Data

JL-13F030

QTY: 1000 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 10.5 kg/ctn    Net Weight: 10 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler 
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Weight：9.6g                                                                                  Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR BOX(L)

MATCH 
THE 

MOTOR
LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-13F030-10 3 920 0.05 702 0.16 2.6 0.03 10.7 0.11 0.49 10 11 JFF-030 18.6

JL-13F030-35 3 263 0.05 200 0.16 9.1 0.09 37.5 0.38 0.49 35 11 JFF-030 18.6

JL-13F030-52 3 177 0.05 135 0.16 13.5 0.14 55.6 0.57 0.49 52 11 JFF-030 18.6

JL-13F030-86 3 107 0.05 82 0.16 22.4 0.23 92.0 0.94 0.49 86 11 JFF-030 18.6

JL-13F030-115 3 80 0.05 61 0.16 29.9 0.30 123.1 1.25 0.49 115 11 JFF-030 18.6

JL-13F030-150 3 61 0.05 47 0.16 39.0 0.40 160.5 1.64 0.49 150 11 JFF-030 18.6

JL-13F030-250 3 37 0.05 28 0.16 65.0 0.66 267.5 2.73 0.49 250 11 JFF-030 18.6

JL-13F030-380 3 24 0.05 18 0.16 98.8 1.01 406.6 4.15 0.49 380 11 JFF-030 18.6

Ø1
5

.5

L1±0.39.5±0.3

6.5±0.1

2
.5 0 -

0
.0

5

L±0.3
12

Ø5

2

0.3

8
.8

9

Ø15.5 2-M2

Ø3 0
-0.03

+ +

12

8
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Outline Dimension

  JL-16F030

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 12 kg/ctn    Net Weight: 11 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical DataTechnical Data

JL-17B020             

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 11 kg/ctn  
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: Projector       
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：28g                                                                                  Unit（mm）Weight：28g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

 JL-17B030-37                                                                             3 400 0.15 308 0.37 9.8 0.1 3.16 42 0.43 1.7 37 14JRF-020

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

  JL-16F030-102                           5 120 0.06 90 0.21 32.3 0.33 0.32 147 1.5 0.74 0.74 JFF-030 14.2

JL-16F050-102 5 120 0.06 90 0.21 100.5 0.11 0.48 205 2.1 0.74 0.74 JFF-050 14.2
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Outline Dimension

  JL-16F030                                                                             

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 12 kg/ctn    Net Weight: 11 kg/ctn

Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical DataTechnical Data

JL-17B020             

QTY: 400 pcs/ctn     Carton Size: 36.5*26.5*25 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 11 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：28g Unit（mm）Weight：28g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

 JL-17B030-37                          3 400 0.15 308 0.37 9.8 0.1 3.16 42 0.43 1.7 37 14JRF-020

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

  JL-16F030-102                                                                             5 120 0.06 90 0.21 32.3 0.33 0.32 147 1.5 0.74 0.74 JFF-030 14.2

JL-16F050-102 5 120 0.06 90 0.21 100.5 0.11 0.48 205 2.1 0.74 0.74 JFF-050 14.2
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Outline Dimension

Technical Data

  JL-20A130

QTY: 225 pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 10.5 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-20A180 

QTY: 225 pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 10.5 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：47g                                                                                  Unit（mm）Weight：47g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

+

7 7

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-20A130-10 12 750 0.060 525 0.136 7.4 0.08 14.8 0.15 0.3 10 17.3 130 25.1
JL-20A130-12.5 12 600 0.060 420 0.136 9.3 0.09 18.6 0.19 0.3 12.5 17.3 130 25.1
JL-20A130-25 12 300 0.060 210 0.136 18.6 0.19 37.2 0.38 0.3 25 17.3 130 25.1
JL-20A130-31 12 242 0.060 169 0.136 23.1 0.24 46.2 0.47 0.3 31 17.3 130 25.1
JL-20A130-50 12 150 0.067 105 0.151 30.2 0.31 60.4 0.62 0.3 50 17.3 130 25.1
JL-20A130-57 12 132 0.067 92 0.151 30.2 0.31 60.4 0.62 0.3 57 17.3 130 25.1
JL-20A130-62 12 121 0.067 85 0.151 46.1 0.47 92.2 0.94 0.3 62 17.3 130 25.1
JL-20A130-78 12 96 0.067 67 0.151 50.2 0.51 100.4 1.02 0.3 78 17.3 130 25.1

JL-20A130-103 12 73 0.067 51 0.151 76.6 0.78 153.2 1.56 0.3 103 19 130 25.1
JL-20A130-107 12 70 0.067 49 0.151 79.6 0.81 159.2 1.62 0.3 107 19 130 25.1
JL-20A130-125 12 60 0.067 42 0.151 90.5 0.92 226.2 2.31 0.3 125 19 130 25.1
JL-20A130-144 12 52 0.067 36 0.151 90.5 0.92 226.3 2.31 0.3 144 19 130 25.1
JL-20A130-156 12 48 0.075 34 0.170 92.5 0.94 277.5 2.83 0.3 156 19 130 25.1
JL-20A130-195 12 38 0.075 27 0.170 99.2 1.01 297.6 3.03 0.3 195 19 130 25.1
JL-20A130-250 12 30 0.075 21 0.170 125.5 1.28 376.5 3.84 0.3 250 20.5 130 25.1
JL-20A130-268 12 28 0.075 20 0.170 145.8 1.49 437.4 4.46 0.3 268 20.5 130 25.1
JL-20A130-313 12 24 0.075 17 0.170 150.3 1.53 450.9 4.60 0.3 313 20.5 130 25.1
JL-20A130-391 12 19 0.086 13 0.194 163.5 1.67 572.3 5.84 0.3 391 20.5 130 25.1
JL-20A130-488 12 15 0.086 11 0.194 185.8 1.89 650.3 6.63 0.3 488 20.5 130 25.1

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-20A180-10 24 1026 0.045 809 0.160 16.3 0.17 32.6 0.33 0.59 10 17.3 JFF/K-180 32

JL-20A180-12.5 24 821 0.045 648 0.160 20.4 0.21 40.8 0.42 0.59 12.5 17.3 JFF/K-180 32
JL-20A180-25 24 410 0.045 324 0.160 40.7 0.42 81.4 0.83 0.59 25 17.3 JFF/K-180 32
JL-20A180-31 24 331 0.045 261 0.160 50.5 0.51 101.0 1.03 0.59 31 17.3 JFF/K-180 32
JL-20A180-50 24 205 0.050 162 0.178 81.4 0.83 162.8 1.66 0.59 50 17.3 JFF/K-180 32
JL-20A180-57 24 180 0.050 142 0.178 81.5 0.83 163.0 1.66 0.59 57 17.3 JFF/K-180 32
JL-20A180-62 24 165 0.050 131 0.178 81.5 0.83 163.0 1.66 0.59 62 17.3 JFF/K-180 32
JL-20A180-78 24 132 0.050 104 0.178 92.4 0.94 184.8 1.88 0.59 78 17.3 JFF/K-180 32

JL-20A180-103 24 100 0.050 79 0.178 92.5 0.94 184.8 1.88 0.59 103 19 JFF/K-180 32
JL-20A180-107 24 96 0.050 76 0.178 115.0 1.17 287.5 2.93 0.59 107 19 JFF/K-180 32
JL-20A180-125 24 82 0.050 65 0.178 120.5 1.23 361.5 3.69 0.59 125 19 JFF/K-180 32
JL-20A180-144 24 71 0.050 56 0.178 120.5 1.23 361.5 3.69 0.59 144 19 JFF/K-180 32
JL-20A180-156 24 66 0.056 52 0.200 125.6 1.28 376.8 3.84 0.59 156 19 JFF/K-180 32
JL-20A180-195 24 53 0.056 42 0.200 145.8 1.49 437.4 4.46 0.59 195 19 JFF/K-180 32
JL-20A180-250 24 41 0.056 32 0.200 165.8 1.69 497.4 5.07 0.59 250 20.5 JFF/K-180 32
JL-20A180-268 24 38 0.056 30 0.200 185.3 1.89 648.6 6.61 0.59 268 20.5 JFF/K-180 32
JL-20A180-313 24 33 0.056 26 0.200 195.5 1.99 684.3 6.98 0.59 313 20.5 JFF/K-180 32
JL-20A180-391 24 26 0.064 21 0.229 205.6 2.10 719.6 7.34 0.59 391 20.5 JFF/K-180 32
JL-20A180-488 24 21 0.064 17 0.229 245.8 2.51 860.3 8.77 0.59 488 20.5 JFF/K-180 32
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Outline Dimension

Technical Data

  JL-20A130

QTY: 225 pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 10.5 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-20A180 

QTY: 225 pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 11.5 kg/ctn    Net Weight: 10.5 kg/ctn
Packing Details

Typical Applications
Smart Locks: Door Lock, Fingerprint Lock, Express Cabinet Lock, Bike Lock
Household Appliances: Hair Curler
Financial Medical Equipment: 3Doodler ,Projector
Industrial Equipment: Air Switch
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：47g Unit（mm）Weight：47g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

+

7 7

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-20A130-10 12 750 0.060 525 0.136 7.4 0.08 14.8 0.15 0.3 10 17.3 130 25.1
JL-20A130-12.5 12 600 0.060 420 0.136 9.3 0.09 18.6 0.19 0.3 12.5 17.3 130 25.1
JL-20A130-25 12 300 0.060 210 0.136 18.6 0.19 37.2 0.38 0.3 25 17.3 130 25.1
JL-20A130-31 12 242 0.060 169 0.136 23.1 0.24 46.2 0.47 0.3 31 17.3 130 25.1
JL-20A130-50 12 150 0.067 105 0.151 30.2 0.31 60.4 0.62 0.3 50 17.3 130 25.1
JL-20A130-57 12 132 0.067 92 0.151 30.2 0.31 60.4 0.62 0.3 57 17.3 130 25.1
JL-20A130-62 12 121 0.067 85 0.151 46.1 0.47 92.2 0.94 0.3 62 17.3 130 25.1
JL-20A130-78 12 96 0.067 67 0.151 50.2 0.51 100.4 1.02 0.3 78 17.3 130 25.1

JL-20A130-103 12 73 0.067 51 0.151 76.6 0.78 153.2 1.56 0.3 103 19 130 25.1
JL-20A130-107 12 70 0.067 49 0.151 79.6 0.81 159.2 1.62 0.3 107 19 130 25.1
JL-20A130-125 12 60 0.067 42 0.151 90.5 0.92 226.2 2.31 0.3 125 19 130 25.1
JL-20A130-144 12 52 0.067 36 0.151 90.5 0.92 226.3 2.31 0.3 144 19 130 25.1
JL-20A130-156 12 48 0.075 34 0.170 92.5 0.94 277.5 2.83 0.3 156 19 130 25.1
JL-20A130-195 12 38 0.075 27 0.170 99.2 1.01 297.6 3.03 0.3 195 19 130 25.1
JL-20A130-250 12 30 0.075 21 0.170 125.5 1.28 376.5 3.84 0.3 250 20.5 130 25.1
JL-20A130-268 12 28 0.075 20 0.170 145.8 1.49 437.4 4.46 0.3 268 20.5 130 25.1
JL-20A130-313 12 24 0.075 17 0.170 150.3 1.53 450.9 4.60 0.3 313 20.5 130 25.1
JL-20A130-391 12 19 0.086 13 0.194 163.5 1.67 572.3 5.84 0.3 391 20.5 130 25.1
JL-20A130-488 12 15 0.086 11 0.194 185.8 1.89 650.3 6.63 0.3 488 20.5 130 25.1

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-20A180-10 24 1026 0.045 809 0.160 16.3 0.17 32.6 0.33 0.59 10 17.3 JFF/K-180 32

JL-20A180-12.5 24 821 0.045 648 0.160 20.4 0.21 40.8 0.42 0.59 12.5 17.3 JFF/K-180 32
JL-20A180-25 24 410 0.045 324 0.160 40.7 0.42 81.4 0.83 0.59 25 17.3 JFF/K-180 32
JL-20A180-31 24 331 0.045 261 0.160 50.5 0.51 101.0 1.03 0.59 31 17.3 JFF/K-180 32
JL-20A180-50 24 205 0.050 162 0.178 81.4 0.83 162.8 1.66 0.59 50 17.3 JFF/K-180 32
JL-20A180-57 24 180 0.050 142 0.178 81.5 0.83 163.0 1.66 0.59 57 17.3 JFF/K-180 32
JL-20A180-62 24 165 0.050 131 0.178 81.5 0.83 163.0 1.66 0.59 62 17.3 JFF/K-180 32
JL-20A180-78 24 132 0.050 104 0.178 92.4 0.94 184.8 1.88 0.59 78 17.3 JFF/K-180 32

JL-20A180-103 24 100 0.050 79 0.178 92.5 0.94 184.8 1.88 0.59 103 19 JFF/K-180 32
JL-20A180-107 24 96 0.050 76 0.178 115.0 1.17 287.5 2.93 0.59 107 19 JFF/K-180 32
JL-20A180-125 24 82 0.050 65 0.178 120.5 1.23 361.5 3.69 0.59 125 19 JFF/K-180 32
JL-20A180-144 24 71 0.050 56 0.178 120.5 1.23 361.5 3.69 0.59 144 19 JFF/K-180 32
JL-20A180-156 24 66 0.056 52 0.200 125.6 1.28 376.8 3.84 0.59 156 19 JFF/K-180 32
JL-20A180-195 24 53 0.056 42 0.200 145.8 1.49 437.4 4.46 0.59 195 19 JFF/K-180 32
JL-20A180-250 24 41 0.056 32 0.200 165.8 1.69 497.4 5.07 0.59 250 20.5 JFF/K-180 32
JL-20A180-268 24 38 0.056 30 0.200 185.3 1.89 648.6 6.61 0.59 268 20.5 JFF/K-180 32
JL-20A180-313 24 33 0.056 26 0.200 195.5 1.99 684.3 6.98 0.59 313 20.5 JFF/K-180 32
JL-20A180-391 24 26 0.064 21 0.229 205.6 2.10 719.6 7.34 0.59 391 20.5 JFF/K-180 32
JL-20A180-488 24 21 0.064 17 0.229 245.8 2.51 860.3 8.77 0.59 488 20.5 JFF/K-180 32
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Outline Dimension

Technical Data

  JL-25A310

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn 
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-25A370 

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications

DC GEAR MOTOR(SPUR GEAR)

Weight：88g                                                                                  Unit（mm）Weight：88g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

+

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-25A310-15 6 434 0.040 347 0.100 8.1 0.08 40.6 0.41 0.48 15 21 JRF/K-310 18 
JL-25A310-20 6 326 0.040 260 0.100 10.8 0.11 54.2 0.55 0.48 20 21 JRF/K-310 18 
JL-25A310-26 6 250 0.040 200 0.100 14.1 0.14 70.5 0.72 0.48 26 21 JRF/K-310 18 
JL-25A310-34 6 191 0.040 153 0.100 18.4 0.19 75.5 0.77 0.48 34 21 JRF/K-310 18 
JL-25A310-45 6 145 0.040 116 0.100 24.4 0.25 85.4 0.87 0.48 45 21 JRF/K-310 18 
JL-25A310-57 6 114 0.044 91 0.111 30.9 0.31 92.7 0.95 0.48 57 21 JRF/K-310 18 
JL-25A310-75 6 87 0.044 69 0.111 40.6 0.41 121.8 1.24 0.48 75 21 JRF/K-310 18 
JL-25A310-98 6 66 0.044 53 0.111 53.1 0.54 159.3 1.62 0.48 98 21 JRF/K-310 18 

JL-25A310-125 6 52 0.044 42 0.111 67.7 0.69 203.1 2.07 0.48 125 25 JRF/K-310 18 
JL-25A310-165 6 39 0.050 32 0.125 89.4 0.91 268.2 2.73 0.48 165 25 JRF/K-310 18 
JL-25A310-217 6 30 0.050 24 0.125 117.6 1.20 352.8 3.60 0.48 217 25 JRF/K-310 18 
JL-25A310-275 6 24 0.050 19 0.125 149.0 1.52 447.0 4.56 0.48 275 25 JRF/K-310 18 
JL-25A310-362 6 18 0.050 14 0.125 196.2 2.00 588.6 6.00 0.48 362 27 JRF/K-310 18 
JL-25A310-478 6 14 0.050 11 0.125 259.0 2.64 777.0 7.92 0.48 478 27 JRF/K-310 18 
JL-25A310-603 6 11 0.050 9 0.125 326.8 3.33 817.0 8.33 0.48 603 27 JRF/K-310 18 
JL-25A310-796 6 8 0.050 7 0.125 431.4 4.40 862.8 8.80 0.48 796 27 JRF/K-310 18 

JL-25A310-1051 6 6 0.057 5 0.143 495.5 5.05 991.0 10.11 0.48 1051 27 JRF/K-310 18 

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-25A370-15 24 990 0.091 814 0.41 43.7 0.45 87.4 0.89 1.67 15 21 JRF/K-370 30.8 
JL-25A370-20 24 743 0.091 611 0.41 44.5 0.45 89.0 0.91 1.67 20 21 JRF/K-370 30.8 
JL-25A370-26 24 571 0.091 470 0.41 44.5 0.45 89.0 0.91 1.67 26 21 JRF/K-370 30.8 
JL-25A370-34 24 437 0.091 359 0.41 49.0 0.50 98.0 1.00 1.67 34 21 JRF/K-370 30.8 
JL-25A370-45 24 330 0.091 271 0.41 49.0 0.50 98.0 1.00 1.67 45 23 JRF/K-370 30.8 
JL-25A370-57 24 261 0.101 214 0.46 55.0 0.56 137.5 1.40 1.67 57 23 JRF/K-370 30.8 
JL-25A370-75 24 198 0.101 163 0.46 55.0 0.56 137.5 1.40 1.67 75 23 JRF/K-370 30.8 
JL-25A370-98 24 152 0.101 125 0.46 88.5 0.90 221.3 2.26 1.67 98 23 JRF/K-370 30.8 

JL-25A370-125 24 119 0.114 98 0.51 101.5 1.03 253.8 2.59 1.67 125 23 JRF/K-370 30.8 
JL-25A370-165 24 90 0.114 74 0.51 150.0 1.53 375.0 3.82 1.67 165 25 JRF/K-370 30.8 
JL-25A370-217 24 68 0.114 56 0.51 185.6 1.89 464.0 4.73 1.67 217 25 JRF/K-370 30.8 
JL-25A370-274 24 54 0.114 45 0.51 220.5 2.25 661.5 6.75 1.67 274 27 JRF/K-370 30.8 
JL-25A370-362 24 41 0.114 34 0.51 250.8 2.56 752.4 7.67 1.67 362 27 JRF/K-370 30.8 
JL-25A370-478 24 31 0.114 26 0.51 350.8 3.58 877.0 8.94 1.67 478 27 JRF/K-370 30.8 
JL-25A370-603 24 25 0.114 20 0.51 420.0 4.28 1050.0 10.71 1.67 603 27 JRF/K-370 30.8 
JL-25A370-796 24 19 0.114 15 0.51 450.5 4.59 1125.0 11.47 1.67 796 27 JRF/K-370 30.8 

JL-25A370-1051 24 14 0.130 12 0.59 550.6 5.61 1266.4 12.91 1.67 1051 27 JRF/K-370 30.8 
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Outline Dimension

Technical Data

  JL-25A310                                                                         

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn 
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-25A370 

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications

DC GEAR MOTOR(SPUR GEAR)

Weight：88g Unit（mm）Weight：88g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

+

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-25A310-15 6 434 0.040 347 0.100 8.1 0.08 40.6 0.41 0.48 15 21 JRF/K-310 18 
JL-25A310-20 6 326 0.040 260 0.100 10.8 0.11 54.2 0.55 0.48 20 21 JRF/K-310 18 
JL-25A310-26 6 250 0.040 200 0.100 14.1 0.14 70.5 0.72 0.48 26 21 JRF/K-310 18 
JL-25A310-34 6 191 0.040 153 0.100 18.4 0.19 75.5 0.77 0.48 34 21 JRF/K-310 18 
JL-25A310-45 6 145 0.040 116 0.100 24.4 0.25 85.4 0.87 0.48 45 21 JRF/K-310 18 
JL-25A310-57 6 114 0.044 91 0.111 30.9 0.31 92.7 0.95 0.48 57 21 JRF/K-310 18 
JL-25A310-75 6 87 0.044 69 0.111 40.6 0.41 121.8 1.24 0.48 75 21 JRF/K-310 18 
JL-25A310-98 6 66 0.044 53 0.111 53.1 0.54 159.3 1.62 0.48 98 21 JRF/K-310 18 

JL-25A310-125 6 52 0.044 42 0.111 67.7 0.69 203.1 2.07 0.48 125 25 JRF/K-310 18 
JL-25A310-165 6 39 0.050 32 0.125 89.4 0.91 268.2 2.73 0.48 165 25 JRF/K-310 18 
JL-25A310-217 6 30 0.050 24 0.125 117.6 1.20 352.8 3.60 0.48 217 25 JRF/K-310 18 
JL-25A310-275 6 24 0.050 19 0.125 149.0 1.52 447.0 4.56 0.48 275 25 JRF/K-310 18 
JL-25A310-362 6 18 0.050 14 0.125 196.2 2.00 588.6 6.00 0.48 362 27 JRF/K-310 18 
JL-25A310-478 6 14 0.050 11 0.125 259.0 2.64 777.0 7.92 0.48 478 27 JRF/K-310 18 
JL-25A310-603 6 11 0.050 9 0.125 326.8 3.33 817.0 8.33 0.48 603 27 JRF/K-310 18 
JL-25A310-796 6 8 0.050 7 0.125 431.4 4.40 862.8 8.80 0.48 796 27 JRF/K-310 18 

JL-25A310-1051 6 6 0.057 5 0.143 495.5 5.05 991.0 10.11 0.48 1051 27 JRF/K-310 18 

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm
JL-25A370-15 24 990 0.091 814 0.41 43.7 0.45 87.4 0.89 1.67 15 21 JRF/K-370 30.8 
JL-25A370-20 24 743 0.091 611 0.41 44.5 0.45 89.0 0.91 1.67 20 21 JRF/K-370 30.8 
JL-25A370-26 24 571 0.091 470 0.41 44.5 0.45 89.0 0.91 1.67 26 21 JRF/K-370 30.8 
JL-25A370-34 24 437 0.091 359 0.41 49.0 0.50 98.0 1.00 1.67 34 21 JRF/K-370 30.8 
JL-25A370-45 24 330 0.091 271 0.41 49.0 0.50 98.0 1.00 1.67 45 23 JRF/K-370 30.8 
JL-25A370-57 24 261 0.101 214 0.46 55.0 0.56 137.5 1.40 1.67 57 23 JRF/K-370 30.8 
JL-25A370-75 24 198 0.101 163 0.46 55.0 0.56 137.5 1.40 1.67 75 23 JRF/K-370 30.8 
JL-25A370-98 24 152 0.101 125 0.46 88.5 0.90 221.3 2.26 1.67 98 23 JRF/K-370 30.8 

JL-25A370-125 24 119 0.114 98 0.51 101.5 1.03 253.8 2.59 1.67 125 23 JRF/K-370 30.8 
JL-25A370-165 24 90 0.114 74 0.51 150.0 1.53 375.0 3.82 1.67 165 25 JRF/K-370 30.8 
JL-25A370-217 24 68 0.114 56 0.51 185.6 1.89 464.0 4.73 1.67 217 25 JRF/K-370 30.8 
JL-25A370-274 24 54 0.114 45 0.51 220.5 2.25 661.5 6.75 1.67 274 27 JRF/K-370 30.8 
JL-25A370-362 24 41 0.114 34 0.51 250.8 2.56 752.4 7.67 1.67 362 27 JRF/K-370 30.8 
JL-25A370-478 24 31 0.114 26 0.51 350.8 3.58 877.0 8.94 1.67 478 27 JRF/K-370 30.8 
JL-25A370-603 24 25 0.114 20 0.51 420.0 4.28 1050.0 10.71 1.67 603 27 JRF/K-370 30.8 
JL-25A370-796 24 19 0.114 15 0.51 450.5 4.59 1125.0 11.47 1.67 796 27 JRF/K-370 30.8 

JL-25A370-1051 24 14 0.130 12 0.59 550.6 5.61 1266.4 12.91 1.67 1051 27 JRF/K-370 30.8 
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Outline Dimension

Technical Data

JL-25Z180

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 13 kg/ctn    Net Weight: 12 kg/ctn   
Packing Details

Typical Applications
Household Appliances:Electric curtain，Intergrated cooker，Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care：Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment：Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water，electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(WORM GEAR)

Weight：55g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 
BOX(L)

MATCH 
THE 

MOTOR
LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-25Z180-25 12 840 0.24 725 0.61 19.6 0.20 117.6 1.20 3.2 25 14 JFF/K-180 32.1

JL-25Z180-50 12 420 0.24 362.5 0.61 39.2 0.40 235.2 2.40 3.2 50 14 JFF/K-180 32.1

JL-25Z180-119 12 52 0.07 40.6 0.19 78.4 0.80 284.3 2.90 0.8 119 14 JFF/K-180 32.1

Outline Dimension

JL-32Z370 

QTY: 80pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 13.5 kg/ctn    Net Weight: 13 kg/ctn   

Packing Details

Typical Applications
Household Appliances:Electric curtain，Intergrated cooker，Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care：Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment：Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water，electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(WORM GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Technical Data

Weight：230g                                                                                  Unit（mm）
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+
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MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-32Z370-52 24 135 0.040 113 0.20 85.3 0.87 341.2 3.48 0.96 52 22.6 JRF/K-370 30.8 

JL-32Z370-65                                                           24 108 0.040 90 0.20 125.8 1.28 503.2 5.13 0.96 65 22.6 JRF/K-370 30.8 

JL-32Z370-108 24 65 0.044 54 0.22 258.6 2.64 775.8 7.91 0.96 108 22.6 JRF/K-370 30.8 

JL-32Z370-135 24 52 0.044 43 0.22 260.7 2.66 782.1 7.98 0.96 135 22.6 JRF/K-370 30.8 

JL-32Z370-137 24 51 0.044 43 0.22 260.7 2.66 782.1 7.98 0.96 137 22.6 JRF/K-370 30.8 

JL-32Z370-270                                                           24 26 0.050 22 0.25 358.6 3.66 1255.1 12.80 0.96 270 22.6 JRF/K-370 30.8 

JL-32Z370-337 24 21 0.050 17 0.22 486.3 4.96 1702.1 17.36 0.96 337 22.6 JRF/K-370 30.8 

JL-32Z370-621 24 11 0.050 9 0.22 620.5 6.33 2171.8 22.15 0.96 621 22.6 JRF/K-370 30.8 

JL-32Z370-810                                                           24 9 0.057 7 0.29 850.6 8.67 2551.8 26.02 0.96 810 22.6 JRF/K-370 30.8 

JL-32Z370-950 24 7 0.062 6 0.31 1015.4 10.35 2843.1 28.99 0.96 950 22.6 JRF/K-370 30.8 

JL-32Z370-1012                                                           24 7 0.062 6 0.31 1248.3 12.73 3120.8 31.82 0.96 1012 22.6 JRF/K-370 30.8 
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Outline Dimension

Technical Data

  JL-27A310        

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-27A370  

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water:electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：90g                                                                                  Unit（mm）Weight：90g Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-27A370-18 3 277 0.08 229 0.33 20.0 0.20 115.0 1.17 1.52 18 17.8 JRF/K-370 30.8

JL-27A370-23 3 217 0.08 179 0.33 25.5 0.26 147.0 1.50 1.52 23 17.8 JRF/K-370 30.8

JL-27A370-44 3 113 0.08 94 0.33 48.8 0.50 281.2 2.87 1.52 44 17.8 JRF/K-370 30.8

JL-27A370-73 3 68 0.08 56 0.33 80.9 0.83 466.6 4.76 1.52 73 17.8 JRF/K-370 30.8

JL-27A370-111 3 45 0.08 37 0.33 123.1 1.25 709.4 7.23 1.52 111 17.8 JRF/K-370 30.8

JL-27A370-233 3 21 0.08 18 0.33 258.3 2.63 1489.2 15.19 1.52 233 17.8 JRF/K-370 30.8

深

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-27A310-18 12 286 0.030 208 0.081 13.3 0.14 49.3 0.50 0.22 18 17.8 JRF/K-310 18

JL-27A310-23 12 224 0.030 163 0.081 17.1 0.17 63.0 0.64 0.22 23 17.8 JRF/K-310 18

JL-27A310-44 12 117 0.030 85 0.081 32.6 0.33 72.0 0.73 0.22 44 17.8 JRF/K-310 18

JL-27A310-73 12 71 0.030 51 0.081 54.1 0.55 108.2 1.10 0.22 73 17.8 JRF/K-310 18

JL-27A310-111 12 46 0.033 34 0.090 82.3 0.84 164.6 1.68 0.22 111 17.8 JRF/K-310 18

JL-27A310-233 12 22 0.033 16 0.090 101.5 1.03 203.0 2.07 0.22 233 17.8 JRF/K-310 18



31

Outline Dimension

Technical Data

  JL-27A310        

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water,electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Outline Dimension

Technical Data

  JL-27A370  

QTY: 225pcs/ctn     Carton Size: 41*31*27.8 cm     Gross Weight: 21 kg/ctn    Net Weight: 20 kg/ctn
Packing Details

Typical Applications
Household Appliances:Electric curtain,Intergrated cooker,Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care:Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment:Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water:electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(SPUR GEAR)

Weight：90g Unit（mm）Weight：90g                                                                                  Unit（mm）

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-27A370-18 3 277 0.08 229 0.33 20.0 0.20 115.0 1.17 1.52 18 17.8 JRF/K-370 30.8

JL-27A370-23 3 217 0.08 179 0.33 25.5 0.26 147.0 1.50 1.52 23 17.8 JRF/K-370 30.8

JL-27A370-44 3 113 0.08 94 0.33 48.8 0.50 281.2 2.87 1.52 44 17.8 JRF/K-370 30.8

JL-27A370-73 3 68 0.08 56 0.33 80.9 0.83 466.6 4.76 1.52 73 17.8 JRF/K-370 30.8

JL-27A370-111 3 45 0.08 37 0.33 123.1 1.25 709.4 7.23 1.52 111 17.8 JRF/K-370 30.8

JL-27A370-233 3 21 0.08 18 0.33 258.3 2.63 1489.2 15.19 1.52 233 17.8 JRF/K-370 30.8

深

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-27A310-18 12 286 0.030 208 0.081 13.3 0.14 49.3 0.50 0.22 18 17.8 JRF/K-310 18

JL-27A310-23 12 224 0.030 163 0.081 17.1 0.17 63.0 0.64 0.22 23 17.8 JRF/K-310 18

JL-27A310-44 12 117 0.030 85 0.081 32.6 0.33 72.0 0.73 0.22 44 17.8 JRF/K-310 18

JL-27A310-73 12 71 0.030 51 0.081 54.1 0.55 108.2 1.10 0.22 73 17.8 JRF/K-310 18

JL-27A310-111 12 46 0.033 34 0.090 82.3 0.84 164.6 1.68 0.22 111 17.8 JRF/K-310 18

JL-27A310-233 12 22 0.033 16 0.090 101.5 1.03 203.0 2.07 0.22 233 17.8 JRF/K-310 18



87

Outline Dimension

JL-SGM70

QTY: 80pcs/ctn     Carton Size: 40.5*28*25 cm     Gross Weight: 20 kg/ctn    Net Weight: 19 kg/ctn  

Packing Details

Typical Applications
Household Appliances:Electric curtain，Intergrated cooker，Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care：Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment：Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water，electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

DC GEAR MOTOR(WORM GEAR)DC GEAR MOTOR(WORM GEAR)

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Technical Data

Weight：245g Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-SGM70-3178 2 2.5 0.03 2 0.06 0.1 0.6 0.3 3 0.24 3178 12.5 N20 15

Outline Dimension

JL-70Z575

QTY: 32 pcs/ctn     Carton Size: 36.5*26.5*24 cm     Gross Weight: 17 kg/ctn    Net Weight: 16 kg/ctn

Packing Details

Typical Applications
Household Appliances:Electric curtain，Intergrated cooker，Coffee maker, Intelligent closestool,Sweeping robot, Dish-washing 
Machine,Cooker hood, Electric lock.
Hair Care：Hair Curler, Massager, Electric Hair Clipper
Office Equipment:Shredder, Printer, Projector, Counting Machine
Medical Equipment：Massage chair, Electric trolley, Medical pump, Electric bed, Electric wheelchair
Industrial Equipment: Water，electrical and gas valve, Air switch, Pump, Automatic door, Automatic lubrication equipment.
Business Equipment:Vending machines, Parking locks, ATM machines, Stage lights.
Intelligent Robot: Mechanical Arm, UAV(Unmanned Aerial Vehicle), Service Robot

Voltage, rated torque, speed, current, power and shaft size can be customized as requirement.

Technical Data

Weight：500g                                                                                  Unit（mm）

MODEL
VOLTAGE

NO- LOAD AT MAXIMUM   EFFICIENCY STALL TORQUE GEAR  
RATIO

LENGTH OF 
GEAR 

BOX(L)

MATCH 
THE 

MOTOR

LENGTH OF 
MOTOR(L1)SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

V r/min A r/min A mN.m Kg.cm mN.m Kg.cm A mm mm

JL-70Z575-97                                                     24 32 0.08 26 0.53 1765 18 8333 85 2.19 97 70 67.5JRS-575
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